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TECHNICAL INFORMATION

Light source: LED, 4000K, 13W, 1200lm, CRI>80 

Light efficiency: 55lm/W 

Power luminaire:  13W, 710lm 

LED life time: > 50000h - L80 - B20 (Ta 25°C) 

High colour consistency: < 3 SDCM 

Power supply: 230V 50Hz 

Wiring: BIP-E 

Optic: ultra wide flood 130° 

Color: White - 11 

Weight: 1.3 kg 

Size: A: 209mm
B: 89mm

Appliance

- Die-cast aluminium body (EN 47100).

- Double layer polyester powder paint resistant to corrosion and salt spray fog.

- Silicone rubber gaskets.

- Wiring on removable galvanized steel tray.

- Opal PMMA screen.

- It complies with standards EN 60598-1 and EN 60598-2-1.

Installation

- Ceiling installation.

- 13W model: 3h emergency version included.

- LED driver included.

- Grommet for single cable entry.

- Possibility for double M20cable gland for through wiring.

Note

- These fittings are suitable for the modern control systems. For the various possibilities, please see
section “Light Control”.
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Specification

Compact  bulkhead  luminaire  characterized  by  a  modern  design  for  a  soft  diffuse illumination. 
Suitable  both  for  interior  and  exterior  application,  it  features  a  high ingress  protection  and  impact
 rating  (IP65  and  IK08).  It  is  composed  of  a  die-cast aluminium  body,  finished  with  a  double 
layer  of  polyester  powder  paint  resistant  to corrosion and salt spray fog, and a partially opal PMMA
screen with a glass-like effect. All  gaskets  are  of  silicone  rubber  while  all  external  screws  are  of 
AISI  316  stainless steel.  It  can  be  surface  mounted  and  wired  either  from  the  back  grommet  or 
through wiring with the accessory  side  cable  glands. The  white  LED  source,  available  with 
3000K/4000K correlated colour temperature, has a nominal efficacy of up to 147lumen/Watt (4000K
350mA - CRI>80 - Tj=85°C) with a high colour consistency of <3 SDCM and a life time of more than
50000h with L80. This  luminaire  is  suitable  for  modern  control  systems  to  achieve  dynamic 
lighting scenarios;  different  ballast  options  are  available:  on/off,  DALI  dimmable  (over  wire  or
Bluetooth),   bi-power   option   for   immediate   energy   savings,   motion   sensor   for automatic 
switching  and  an  integral  emergency  pack  (3h  autonomy,  not  available  on DALI version). 
As Arcluce DOT210.
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