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Technical information

Light source: LED, 31W,  

Luminaire: 40W,  

LED life time: > 60000h - L80 - B20 (Ta 25°C) 

Power supply: 220-240V 50/60Hz 

Wiring: DMX 

Optics: elliptic 54°x12° 

Color: Grey - 16 

Weight: 6 kg 

Size: A: 201mm
B: 269mm
C: 175mm

Appliance

- Die-cast aluminium body and trim (EN 47100).

- Die-cast aluminium control gear box (EN 47100).

- Double layer polyester powder paint resistant to corrosion and salt spray fog.

- Silicone rubber gaskets.

- AISI 316 stainless steel external screws.

- Driver protected against voltage surges.

- Reflector made of engineering plastic metalized in high-vacuum.

- Screen made of 8mm thermal-shock resistant tempered glass.

- Goniometer scale to aim light.

Installation

- Galvanized and painted steel bracket.

- Tecnopolymer M20 cable gland.

Note

- These fittings are suitable for the modern control systems. For the various possibilities, please see
section “Controlling the light”.

Norm

- It complies with standards EN 60598-1 and EN 60598-2-5.



MOTO
moto

Arcluce Code 0653026F-16
Ex Code

Specifications

Floodlight for indoorand outdoor lighting of large areas, designedto combine high lighting performance
with flexibility. Itsessential design, together with the multiple optical solutions and the total possibility of
adjustment and orientation, makes it a versatile lighting solution, able to enhance different
environments.
Die-cast aluminium body and trim (EN 47100). Die-cast aluminium control gear box (EN 47100). Double
layer polyester powder paint resistant to corrosion and salt spray fog. Silicone rubber gaskets. AISI 316
stainless steel external screws. Driver protected against voltage surges. Reflector made of engineering
plastic metalized in high-vacuum. Screen made of 8mm thermal-shock resistant tempered glass.
Goniometer scale to aim light.
It complies with standards EN 60598-1 and EN 60598-2-5.
LED source in RGBW version.
System effectiveness, minimum 
Luminaire in insulation class I.
DRIVER INCLUDED.
Galvanized and painted steel bracket. Tecnopolymer M20 cable gland.
These fittings are suitable for the modern control systems. For the various possibilities, please see
section “Controlling the light”.
Brand ARCLUCE mod. MOTO
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