
CONO
CATENARY

Suspended light for historic centres
CONO Catenary, designed for cable suspension, blends tradition and modernity. 
Perfect for illuminating narrow streets in historic towns, it is DARK-SKY approved. 
Coordinated with the pole-top and wall-mounted versions, it provides stylistic 
continuity and functionality across urban spaces.
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LUMINAIRE
• Body in die-cast aluminum alloy with low copper content (EN 47100).
• QUALICOAT2 validated multi-stage painting process tested in salt spray according to ISO 9227 for aggressive 

environments of class C4. On request, resistance class C5.
• Gaskets in silicone rubber with controlled hardness, stabilized against UV rays.
• External screws in AISI 316 stainless steel chemically passivated to contrast galvanic corrosion. Color of the 

screws combined with the color of the fixture for better aesthetic coordination.
• Integrated LED drivers equipped with protection against overtemperatures and mains spikes or surges both in 

common and differential mode.
• Lenses made of optical grade PMMA with free-form technology. Special surface finish to minimize chromatic 

aberrations and ensure optimal color mixing in dynamic white or colored light applications.
• Screen made of 5mm thermal-shock resistant tempered glass.
• Goniometer scale to aim light.
• High quality LED sources mounted on metal-based modules for better thermal load management and 

characterized according to LM-80 methodology for longevity and IES TM-30 for colorimetric characteristics. 
High color consistency <3SDCM, for guaranteed long life, in compliance with installation requirements, for 
more than 100,000 hours with parameters L80B20.

• Appliance built in compliance with EN 60598-1 and EN 60598-2-3 standards, complete with CE marking in 
compliance with EU directives.

INSTALLATION
• Catenary installation on passing cable Ø max 12mm.
• Supplied with waterproof IP66 junction box with double M20 cable gland for through wiring.
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DIMENSIONS

DIMENSIONS

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0883014A-840-21 type I 35W 3250lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 7 300 330 470

0883015A-840-21 type III 35W 3500lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 7 300 330 470

0883012A-840-21 type VS-M 35W 3900lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 7 300 330 470

0883013A-840-21 type VS-W 35W 2900lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 7 300 330 470

0883006A-840-21 type I 35W 3800lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 7 300 330 470

0883007A-840-21 type III 35W 4000lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 7 300 330 470

0883004A-840-21 type VS-M 35W 4300lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 7 300 330 470

0883005A-840-21 type VS-W 35W 3800lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 7 300 330 470

99
21
16

ON/OFF (A), DALI (B), BIP (E)

2200K (-722 = CRI 70 / CCT 2200) 
2700K (-827 = CRI 80 / CCT 2700) 
3000K (-830 = CRI 80 / CCT 3000)
4000K (-840 = CRI 80 / CCT 4000)

CONO
CATENARY

PERFORMANCE

COMFORT

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Other colour temperatures 
are available on request.

Other colours on request.

Other wiring options available 
on request.

Wiring

CCT/CRI

Colour Aluminium (similar to RAL 9006)
Grey (similar to RAL 7024)
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0883014A

type I comfort

h=5m lux (m)
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0883015A

type III comfort

h=5m lux (m)
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0883012A

type VS-M comfort

h=5m lux (m)
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0883013A

type VS-W comfort

h=5m lux (m)
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0883006A

type I performance

h=5m lux (m)
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0883007A

type III performance

h=5m lux (m)
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0883004A

type VS-M performance

h=5m lux (m)
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0883005A

type VS-W performance

h=5m lux (m)

LIGHTING DATA

CONO
CATENARY

On Request (subject to feasibility check)

Other colour temperatures 
are available on request.
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