
DOT

Pure simplicity in light
DOT combines an essential design with comfortable illumination, ideal for outdoor 
applications. Also suitable for wall mounting, it is compatible with emergency battery units 
and modern control systems.
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LUMINAIRE
• Body in die-cast aluminum alloy with low copper content (EN 47100).
• QUALICOAT2 validated multi-stage painting process tested in salt spray according to ISO 9227 for 

aggressive environments of class C4. On request, resistance class C5.
• Gaskets in silicone rubber with controlled hardness, stabilized against UV rays.
• External screws in AISI 316 stainless steel chemically passivated to contrast galvanic corrosion. Color of 

the screws combined with the color of the fixture for better aesthetic coordination.
• Integrated LED drivers equipped with protection against overtemperatures and mains spikes or surges both 

in common and differential mode.
• Screen in PMMA internally painted with a glass effect.
• High-quality LED sources, characterized according to the LM-80 methodology for longevity and IES TM-30 

for colorimetric performance. High color consistency <3 SDCM ensures a long service life, exceeding 
100,000 hours with L80B20 parameters, provided installation requirements are met.

• Appliance built in compliance with EN 60598-1,  EN 60598-2-1 and EN 60598-2-22 standards, complete with 
CE marking in compliance with EU directives.

INSTALLATION
• Wall or ceiling installation.
• Waterproof grommet for single cable entry.
• Available double cable gland version for through wiring on request.

00_CATALOGO_EXTERIOR_02.indb   53 19/01/26   13:41

ADVANCED LIGHTING TECHNOLOGIES AUSTRALIA INC 
ADVANCED LIGHTING TECHNOLOGIES NEW ZEALAND LTD

+61 3 9800 5600
+64 9 415 6332

AUSTRALIA
NEW ZEALAND

ADLT.COM.AU
ADLT.CO.NZ UPLOAD DATE: 05 03 2026



A
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DIMENSIONS

0277003A

extra wide flood 130°

H
(m)

Ø
(m)

LUX
(max)

1,00 4,01 318
1,50 6,02 141
2,00 8,02 80
2,50 10,03 51
3,00 12,03 35

0277004G

extra wide flood 130°

H
(m)

Ø
(m)

LUX
(max)

1,00 4,01 253
1,50 6,02 112
2,00 8,02 63
2,50 10,03 40
3,00 12,03 28

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0277003A-840-11 extra wide flood 130° 20W 1260lm 80 4000K 1 ON/OFF 220-240V 50/60Hz 1,3 209 89 -

0277004G-840-11 extra wide flood 130° 20W 1000lm 80 4000K 1 ON/OFF-E 220-240V 50/60Hz 1,3 209 89 -

ON/OFF (A), DALI (B) 
ON/OFF-E (G) Emergency

2700K (-827 = CRI 80 / CCT 2700) 
3000K (-830 = CRI 80 / CCT 3000),
4000K (-840 = CRI 80 / CCT 4000)

21

16

23

11

12

99

Through wiring possibility.

DOT

LIGHTING DATA

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Wiring

CCT/CRI

Colour Aluminium (similar to RAL 9006)

Grey (similar to RAL 7024)

Corten / Rust (similar to RAL 8011)

White (similar to RAL 9010)

Black (similar to RAL 9005)

Other colours on request.

Other wiring options available 
on request.
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On Request (subject to feasibility check)
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