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Arcluce Code 0277003A-840-11
Code EAN 8054378189043

Technical information

Light source: LED, 4000K, CRI>80 

Luminaire efficacy: 63lm/W 

Luminaire: 20W , 1260lm 

LED life time: > 100000h - L80 - B20 (Ta 25°C) 

High colour consistency: < 3 SDCM 

Power supply: 220-240V 50/60Hz 

Wiring: ON/OFF - No need for remote driver (230V/50Hz power
supply).

 

Optics: extra wide flood 130°    

Performances tested at: 25°C 

Color: White - 11 

Weight: 1.3 kg 

Size: A: 209mm
B: 89mm

Appliance

- Body in die-cast aluminum alloy with low copper content (EN 47100).

- QUALICOAT2 validated multi-stage painting process tested in salt spray according to ISO 9227 for
aggressive environments of class C4. On request, resistance class C5.

- Gaskets in silicone rubber with controlled hardness, stabilized against UV rays.

- External screws in AISI 316 stainless steel chemically passivated to contrast galvanic corrosion. Color of
the screws combined with the color of the fixture for better aesthetic coordination.

- Integrated LED drivers equipped with protection against overtemperatures and mains spikes or surges
both in common and differential mode.

- Screen in PMMA internally painted with a glass effect.

- High-quality LED sources, characterized according to the LM-80 methodology for longevity and IES
TM-30 for colorimetric performance. High color consistency <3 SDCM ensures a long service life,
exceeding 100,000 hours with L80B20 parameters, provided installation requirements are met.

- Appliance built in compliance with EN 60598-1,  EN 60598-2-1 and EN 60598-2-22 standards, complete
with CE marking in compliance with EU directives.

Installation

- Wall or ceiling installation.

- Waterproof grommet for single cable entry.

- Available double cable gland version for through wiring on request.
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Specifications

Body in die-cast aluminum alloy with low copper content (EN 47100). QUALICOAT2 validated multi-
stage painting process tested in salt spray according to ISO 9227 for aggressive environments of class
C4. On request, resistance class C5. Gaskets in silicone rubber with controlled hardness, stabilized
against UV rays. External screws in AISI 316 stainless steel chemically passivated to contrast galvanic
corrosion. Color of the screws combined with the color of the fixture for better aesthetic coordination.
Integrated LED drivers equipped with protection against overtemperatures and mains spikes or surges
both in common and differential mode. Screen in PMMA internally painted with a glass effect. High-
quality LED sources, characterized according to the LM-80 methodology for longevity and IES TM-30 for
colorimetric performance. High color consistency <3 SDCM ensures a long service life, exceeding
100,000 hours with L80B20 parameters, provided installation requirements are met. Appliance built in
compliance with EN 60598-1,  EN 60598-2-1 and EN 60598-2-22 standards, complete with CE marking
in compliance with EU directives.
LED sources available in color temperatures 4000K 
High color consistency < 3 SDCM and LED life time > 100000h - L80 - B20 (Ta 25°C).
System effectiveness, minimum 63lm/W
Luminaire in insulation class I.
DRIVER INCLUDED.
Wall or ceiling installation. Waterproof grommet for single cable entry. Available double cable gland
version for through wiring on request.
Brand ARCLUCE mod. DOT
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