
KUBIX180

Geometric light design
KUBIX180 bollards, with their modern 
form, provide asymmetric, glare-free 
illumination. With an IK10 impact 
resistance rating, they are ideal for 
residential and urban spaces.
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Dubai Municipality - Dubai, United Arab Emirates

LUMINAIRE
• Body in die-cast aluminum alloy with low copper content (EN 47100).
• Pole in extruded aluminum alloy with low copper content (AW6060).
• QUALICOAT2 validated multi-stage painting process tested in salt spray according to ISO 9227 for 

aggressive environments of class C4. On request, resistance class C5.
• Gaskets in silicone rubber with controlled hardness, stabilized against UV rays.
• External screws in AISI 316 stainless steel chemically passivated to contrast galvanic corrosion. Color of 

the screws combined with the color of the fixture for better aesthetic coordination.
• Integrated LED drivers equipped with protection against overtemperatures and mains spikes or surges both 

in common and differential mode.
• Lenses made of optical grade PMMA with free-form technology. Special surface finish to minimize 

chromatic aberrations and ensure optimal color mixing in dynamic white or colored light applications.
• Screen made of 4mm thermal-shock resistant tempered glass.
• High quality LED sources mounted on metal-based modules for better thermal load management and 

characterized according to LM-80 methodology for longevity and IES TM-30 for colorimetric characteristics. 
High color consistency <3SDCM, for guaranteed long life, in compliance with installation requirements, for 
more than 100,000 hours with parameters L80B20.

• Appliance built in compliance with EN 60598-1,  EN 60598-2-1 and EN 60598-2-22 standards, complete with 
CE marking in compliance with EU directives.

INSTALLATION
• Bollard installation.
• Tecnopolymer M20 cable gland with venting valve.
• Die-cast aluminium base (EN 47100) for ground anchoring for rawlplugs.
• Supplied with power cable.

Different accessories to be ordered separetely.
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0866013A

two way

h=1m lux (m)

0866015A

three way

h=1m lux (m)

0866017A

radial
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KUBIX180

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0866014A-840-16 two way 18W 700lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 13,7 180 500 -

0866013A-840-16 two way 19W 700lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 8,2 180 1000 -

0866016A-840-16 three way 28W 1100lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 13,8 180 500 -

0866015A-840-16 three way 28W 1100lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 8,3 180 1000 -

ON/OFF (A),REM-D (C) driver not included, 
DALI (B) 

3000K (-830 = CRI 80 / CCT 3000),
4000K (-840 = CRI 80 / CCT 4000)

21
16 99

TWOWAY

THREEWAY

LIGHTING DATA

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Aluminium (similar to RAL 9006)
Grey (similar to RAL 7024)

Wiring

CCT/CRI

Colour

Other colour temperatures 
are available on request.

Other wiring options available 
on request.

Other colours on request.
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DIMENSIONS
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VERSION 24Vdc

Code Kg

1099407X 0,03 

Code Kg

1099410X 0,03 

KUBIX180

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0866019C-840-16 radial 33W 1650lm 80 4000K 3 REM-D 24V 13 180 1000 -

0866018A-840-16 radial 36W 1650lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 12,5 180 500 -

0866017A-840-16 radial 36W 1650lm 80 4000K 2 ON/OFF 220-240V 50/60Hz 13 180 1000 -

RADIAL

So
il

Co
nc

re
te

So
il

Zinc-coated steel pillar. Galvanized and painted 
steel base plate with 
galvanized steel stud 
bolts.

IP68 linear joint - 
2 ways - 2 poles.

Junction box IP68 - 
4 ways - 2/3 poles.

Junction box IP68 - 4 
ways - 4/5 poles.

IP68 linear joint - 2 ways 
- 4 poles.

ACCESSORIES

On Request (subject to feasibility check)

Other colour temperatures 
are available on request.
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