
PIXOL110/150/200

Accent lighting for façades
The PIXOL series provides accent lighting with mono or 
bi-directional beam options. Ideal for façades, pathways 
and entrances, thanks to the various beam types 
available. Compatible with modern control systems, the 
PIXOL200 version offers also a dynamic RGBW option. 
The range also includes surface-mounted, bollard and 
floodlight versions.

         Ceiling      I         Bollard      I             Floodlight
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Private house - Viareggio, Italy

LUMINAIRE
• Body in die-cast aluminum alloy with low copper content (EN 47100).
• QUALICOAT2 validated multi-stage painting process tested in salt spray according to ISO 9227 for 

aggressive environments of class C4. On request, resistance class C5.
• Gaskets in silicone rubber with controlled hardness, stabilized against UV rays.
• External screws in AISI 316 stainless steel chemically passivated to contrast galvanic corrosion. Color of 

the screws combined with the color of the fixture for better aesthetic coordination.
• Integrated LED drivers equipped with protection against overtemperatures and mains spikes or surges both 

in common and differential mode.
• Screen made of 5mm thermal-shock resistant tempered glass.
• High quality LED sources mounted on metal-based modules for better thermal load management and 

characterized according to LM-80 methodology for longevity and IES TM-30 for colorimetric characteristics. 
High color consistency <3SDCM, for guaranteed long life, in compliance with installation requirements, for 
more than 100,000 hours with parameters L80B20.

• Appliance built in compliance with EN 60598-1,  EN 60598-2-1 and EN 60598-2-22 standards, complete with 
CE marking in compliance with EU directives.

INSTALLATION
• Wall mounted.
• Waterproof grommet for single cable entry.
• Die-cast aluminium base plate (EN 47100).
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DIMENSIONS

CA

B

PIXOL110

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0454021A-830-21 wide flood 41°x62° 14W 525lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

0454022A-830-21 extra wide flood 103°x74° 14W 1280lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

0454007A-830-21 elliptic 7°x53° 6W 175lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

0454001A-830-21 flood 28° 14W 1400lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

0454002A-830-21 wide flood 44° 14W 1500lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

0454003A-830-21 very-wide flood 56° 14W 1500lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

0454004A-830-21 ultra wide flood 76° 14W 1450lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

0454005A-830-21 elliptic 47°x27° 14W 1500lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

0454006A-830-21 asymmetric Imax=20° 14W 1250lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,3 110 110 100

ON/OFF (A)

2700K (-827 = CRI 80 / CCT 2700)  
3000K (-830 = CRI 80 / CCT 3000)
4000K (-840 = CRI 80 / CCT 4000)

21

16

11

23

99

PIXOL110 - PERFORMANCE - ONEWAY

PIXOL110 - PERFORMANCE+ / ONEWAY

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Wiring

CCT/CRI

Colour Aluminium (similar to RAL 9006)

Grey (similar to RAL 7024)

White (similar to RAL 9010)

Corten / Rust (similar to RAL 8011)

Other colour temperatures 
are available on request.

Other colours on request.

Other wiring options available 
on request.
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0454021A

wide flood 41°x62°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 1,21 0,75 640
1,50 1,81 1,12 285
2,00 2,41 1,50 160
2,50 3,02 1,87 102
3,00 3,62 2,24 71

0454022A

extra wide flood 103°x74°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 1,50 2,52 668
1,50 2,24 3,79 297
2,00 2,99 5,05 167
2,50 3,74 6,31 107
3,00 4,49 7,47 74

0454007A

elliptic 7°x53°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 0,98 0,12 1089
1,50 1,48 0,17 484
2,00 1,97 0,23 272
2,50 2,46 0,29 174
3,00 2,95 0,35 121

0454001A

flood 28°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,50 3514
1,50 0,75 1562
2,00 1,00 879
2,50 1,25 562
3,00 1,50 390

0454002A

wide flood 44°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,50 3514
1,50 0,75 1562
2,00 1,00 879
2,50 1,25 562
3,00 1,50 390

0454003A

very-wide flood 56°

H
(m)

Ø
(m)

LUX
(max)

1,00 1,05 1717
1,50 1,58 763
2,00 2,10 429
2,50 2,63 275
3,00 3,15 191

0454004A

ultra wide flood 76°

H
(m)

Ø
(m)

LUX
(max)

1,00 1,56 978
1,50 2,34 435
2,00 3,11 245
2,50 3,89 156
3,00 4,67 109

0454005A

elliptic 47°x27°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 0,47 0,87 2811
1,50 0,71 1,30 1250
2,00 0,95 1,73 703
2,50 1,18 2,16 450
3,00 1,42 2,60 312

0454006A

asymmetric Imax=20°

PIXOL110

Municipal Theatre - Misterbianco, Italy

LIGHTING DATA

On Request (subject to feasibility check)

Other colour temperatures 
are available on request.
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DIMENSIONS

CA

B

PIXOL110

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0454121A-830-21 wide flood 41°x62°
wide flood 41°x62° 14W 260lm

260lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454122A-830-21 extra wide flood 103°x74°
extra wide flood 103°x74° 14W 640lm

640lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454108A-830-21 elliptic 7°x53°
extra wide flood 76°x104° 12W 175lm

340lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454107A-830-21 elliptic 7°x53°
elliptic 7°x53° 12W 175lm

175lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454101A-830-21 flood 28°
flood 28° 14W 725lm

725lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454102A-830-21 wide flood 44°
wide flood 44° 14W 800lm

800lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454103A-830-21 very-wide flood 56°
very-wide flood 56° 14W 775lm

775lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454104A-830-21 ultra wide flood 76°
ultra wide flood 76° 14W 750lm

750lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454105A-830-21 elliptic 47°x27°
elliptic 47°x27° 14W 775lm

775lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

0454106A-830-21 ultra wide flood 76°
asymmetric Imax=20° 14W 750lm

650lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,4 110 110 100

Code Kg

1099647X 0.8 Kg 

Code Kg

1099622X 0.5 Kg 

ON/OFF (A)

2700K (-827 = CRI 80 / CCT 2700)  
3000K (-830 = CRI 80 / CCT 3000)
4000K (-840 = CRI 80 / CCT 4000)

21

16

11

23

99

PIXOL110 - PERFORMANCE - TWOWAY

PIXOL110 - PERFORMANCE+ / TWOWAY

Base plate for wall/
ceiling application for 
side entry of power 
cable.

Adapter plate for 
installation on electrical 
boxes.

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Wiring

CCT/CRI

Colour Aluminium (similar to RAL 9006)

Grey (similar to RAL 7024)

White (similar to RAL 9010)

Corten / Rust (similar to RAL 8011)

ACCESSORIES

Other colour temperatures 
are available on request.

Other colours on request.

Other wiring options available 
on request.
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0454121A

indirect

wide flood 41°x62°

wide flood 41°x62°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 3,62 2,24 37
2,50 3,02 1,87 53
2,00 2,41 1,50 135
1,50 1,81 1,12 240
1,00 1,21 0,75 541
1,00 1,21 0,75 541
1,50 1,81 1,12 240
2,00 2,41 1,50 135
2,50 3,02 1,87 86
3,00 3,62 2,24 60

0454108A

indirect

elliptic 7°x53°

extra wide flood 76°x104°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 4,49 7,47 20
2,50 3,74 6,31 28
2,00 2,99 5,05 44
1,50 2,24 3,79 79
1,00 1,50 2,52 178
1,00 0,98 0,12 1089
1,50 1,48 0,17 484
2,00 1,97 0,23 272
2,50 2,46 0,29 174
3,00 2,95 0,35 121

0454122A

indirect

extra wide flood 103°x74°

extra wide flood 103°x74°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 4,49 7,47 37
2,50 3,74 6,31 53
2,00 2,99 5,05 84
1,50 2,24 3,79 149
1,00 1,50 2,52 334
1,00 1,50 2,52 334
1,50 2,24 3,79 149
2,00 2,99 5,05 84
2,50 3,74 6,31 53
3,00 4,49 7,47 37

0454107A

indirect

elliptic 7°x53°

elliptic 7°x53°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 2,95 0,35 121
2,50 2,46 0,29 174
2,00 1,97 0,23 272
1,50 1,48 0,17 484
1,00 0,98 0,12 1089
1,00 0,98 0,12 1089
1,50 1,48 0,17 484
2,00 1,97 0,23 272
2,50 2,46 0,29 174
3,00 2,95 0,35 121

0454105A

indirect

elliptic 47°x27°

elliptic 47°x27°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 1,42 2,60 161
2,50 1,18 2,16 232
2,00 0,95 1,73 363
1,50 0,71 1,30 646
1,00 0,47 0,87 1453
1,00 0,47 0,87 1453
1,50 0,71 1,30 646
2,00 0,95 1,73 363
2,50 1,18 2,16 232
3,00 1,42 2,60 161

0454101A

indirect

flood 28°

flood 28°
direct

H
(m)

Ø
(m)

LUX
(max)

3,00 1,50 202
2,50 1,25 291
2,00 1,00 455
1,50 0,75 809
1,00 0,50 1820
1,00 0,50 1820
1,50 0,75 809
2,00 1,00 455
2,50 1,25 291
3,00 1,50 202

0454103A

indirect

very-wide flood 56°

very-wide flood 56°
direct

H
(m)

Ø
(m)

LUX
(max)

3,00 3,15 99
2,50 2,63 142
2,00 2,10 222
1,50 1,58 394
1,00 1,05 887
1,00 1,05 887
1,50 1,58 394
2,00 2,10 222
2,50 2,63 142
3,00 3,15 99

0454104A

indirect

ultra wide flood 76°

ultra wide flood 76°
direct

H
(m)

Ø
(m)

LUX
(max)

3,00 4,67 56
2,50 3,89 81
2,00 3,11 126
1,50 2,34 225
1,00 1,56 506
1,00 1,56 506
1,50 2,34 225
2,00 3,11 126
2,50 3,89 81
3,00 4,67 56

0454106A

indirect

ultra wide flood 76°

asymmetric Imax=20°
direct

0454102A

indirect

wide flood 44°

wide flood 44°
direct

H
(m)

Ø
(m)

LUX
(max)

3,00 1,50 202
2,50 1,25 291
2,00 1,00 455
1,50 0,75 809
1,00 0,50 1820
1,00 0,50 1820
1,50 0,75 809
2,00 1,00 455
2,50 1,25 291
3,00 1,50 202

PIXOL110

LIGHTING DATA

On Request (subject to feasibility check)

Other colour temperatures 
are available on request.
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A C

B

DIMENSIONS

PIXOL150

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0455021A-830-21 wide flood 49°x62° 31W 925lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

0455022A-830-21 extra wide flood 103°x74° 31W 2375lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

0455007A-830-21 elliptic 6°x49° 7W 220lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

0455001A-830-21 flood 28° 31W 2750lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

0455002A-830-21 wide flood 45° 31W 2800lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

0455003A-830-21 very-wide flood 56° 31W 2900lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

0455004A-830-21 ultra wide flood 77° 31W 2700lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

0455005A-830-21 elliptic 47°x26° 31W 2900lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

0455006A-830-21 asymmetric Imax=20° 31W 2500lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 1,8 150 150 100

ON/OFF (A) 
DALI (B)

2700K (-827 = CRI 80 / CCT 2700)  
3000K (-830 = CRI 80 / CCT 3000)
4000K (-840 = CRI 80 / CCT 4000)

21

16

11

23

99

PIXOL150 - PERFORMANCE / ONEWAY

PIXOL150 - PERFORMANCE+ / ONEWAY

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Wiring

CCT/CRI

Colour Aluminium (similar to RAL 9006)

Grey (similar to RAL 7024)

White (similar to RAL 9010)

Corten / Rust (similar to RAL 8011)

Other colour temperatures 
are available on request.

Other colours on request.

Other wiring options available 
on request.

DarkSky Approved configurations 
are limited to “oneway” versions 
with downward light emission and 
a CCT of 3000K or lower.

DarkSky Approved configurations 
are limited to “oneway” versions 
with downward light emission and 
a CCT of 3000K or lower.

00_CATALOGO_EXTERIOR_02.indb   94 19/01/26   13:42

ADVANCED LIGHTING TECHNOLOGIES AUSTRALIA INC 
ADVANCED LIGHTING TECHNOLOGIES NEW ZEALAND LTD

+61 3 9800 5600
+64 9 415 6332

AUSTRALIA
NEW ZEALAND

ADLT.COM.AU
ADLT.CO.NZ UPLOAD DATE: 10 03 2026



0455021A

wide flood 49°x62°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 1,20 0,74 1143
1,50 1,80 1,11 508
2,00 2,39 1,48 286
2,50 2,99 1,85 183
3,00 3,59 2,22 127

0455022A

extra wide flood 103°x74°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 1,49 2,53 1229
1,50 2,24 3,80 546
2,00 2,98 5,06 307
2,50 3,73 6,33 197
3,00 4,47 7,60 137

0455007A

elliptic 6°x49°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 0,91 0,11 1520
1,50 1,36 0,17 676
2,00 1,81 0,22 380
2,50 2,27 0,28 243
3,00 2,72 0,34 169

0455001A

flood 28°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,50 6946
1,50 0,75 3087
2,00 1,00 1737
2,50 1,25 1111
3,00 1,50 772

0455003A

very-wide flood 56°

H
(m)

Ø
(m)

LUX
(max)

1,00 1,06 3303
1,50 1,60 1468
2,00 2,13 826
2,50 2,66 528
3,00 3,19 367

0455002A

wide flood 45°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,82 4096
1,50 1,23 1820
2,00 1,64 1024
2,50 2,05 655
3,00 2,46 455

0455004A

ultra wide flood 77°

H
(m)

Ø
(m)

LUX
(max)

1,00 1,60 1767
1,50 2,39 785
2,00 3,19 442
2,50 3,99 283
3,00 4,79 196

0455005A

elliptic 47°x26°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 0,47 0,87 5497
1,50 0,70 1,30 2443
2,00 0,93 1,74 1374
2,50 1,16 2,17 879
3,00 1,40 2,61 611

0455006A

asymmetric Imax=20°

PIXOL150

Private house - Germany

LIGHTING DATA

On Request (subject to feasibility check)

Other colour temperatures 
are available on request.
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A C

B

DIMENSIONS

PIXOL150

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0455121A-830-21 wide flood 49°x62°
wide flood 49°x62° 31W 475lm

475lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455122A-830-21 extra wide flood 103°x74°
extra wide flood 103°x74° 31W 1190lm

1190lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455108A-830-21 elliptic 6°x49°
extra wide flood 70°x120° 14W 220lm

490lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455107A-830-21 elliptic 6°x49°
elliptic 6°x49° 14W 220lm

220lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455101A-830-21 flood 28°
flood 28° 31W 1500lm

1500lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455102A-830-21 wide flood 45°
wide flood 45° 31W 1550lm

1550lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455103A-830-21 very-wide flood 56°
very-wide flood 56° 31W 1600lm

1600lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455104A-830-21 ultra wide flood 77°
ultra wide flood 77° 31W 1500lm

1500lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455105A-830-21 elliptic 47°x26°
elliptic 47°x26° 31W 1600lm

1600lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

0455106A-830-21 ultra wide flood 73°
asymmetric Imax=20° 31W 1500lm

1400lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 1,9 150 150 100

Code Kg

1099626X 0.8 Kg 

Code Kg

1099622X 0.5 Kg 

PIXOL150
ON/OFF (A) 
DALI (B)

2700K (-827 = CRI 80 / CCT 2700)  
3000K (-830 = CRI 80 / CCT 3000)
4000K (-840 = CRI 80 / CCT 4000)

21

16

11

23

99

PIXOL150 - PERFORMANCE / TWOWAY

PIXOL150 - PERFORMANCE+ / TWOWAY

Base plate for wall/
ceiling application for 
side entry of power 
cable.

Adapter plate for 
installation on electrical 
boxes.

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Wiring

CCT/CRI

Colour Aluminium (similar to RAL 9006)

Grey (similar to RAL 7024)

White (similar to RAL 9010)

Corten / Rust (similar to RAL 8011)

ACCESSORIES

Other colour temperatures 
are available on request.

Other colours on request.

Other wiring options available 
on request.
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0455121A

indirect

wide flood 49°x62°

wide flood 49°x62°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 3,59 2,22 63
2,50 2,99 1,85 91
2,00 2,39 1,48 142
1,50 1,80 1,11 253
1,00 1,20 0,74 569
1,00 1,20 0,74 569
1,50 1,80 1,11 253
2,00 2,39 1,48 142
2,50 2,99 1,85 91
3,00 3,59 2,22 63

0455122A

indirect

very wide flood 103°x74°

very wide flood 103°x74°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 4,47 7,60 68
2,50 3,73 6,33 99
2,00 2,98 5,06 154
1,50 2,24 3,80 274
1,00 1,49 2,53 616
1,00 1,49 2,53 616
1,50 2,24 3,80 274
2,00 2,98 5,06 154
2,50 3,73 6,33 99
3,00 4,47 7,60 68

0455108A

indirect

elliptic 6°x49°

extra wide flood 70°x120°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 4,14 9,64 26
2,50 3,45 8,03 38
2,00 2,76 6,43 59
1,50 2,07 4,82 105
1,00 1,38 3,21 236
1,00 0,91 0,11 1520
1,50 1,36 0,17 676
2,00 1,81 0,22 380
2,50 2,27 0,28 243
3,00 2,72 0,34 169

0455107A

indirect

elliptic 6°x49°

elliptic 6°x49°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 2,72 0,34 169
2,50 2,27 0,28 243
2,00 1,81 0,22 380
1,50 1,36 0,17 676
1,00 0,91 0,11 1520
1,00 0,91 0,11 1520
1,50 1,36 0,17 676
2,00 1,81 0,22 380
2,50 2,27 0,28 243
3,00 2,72 0,34 169

0455105A

indirect

elliptic 47°x26°

elliptic 47°x26°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 1,40 2,61 337
2,50 1,16 2,17 485
2,00 0,93 1,74 758
1,50 0,70 1,30 1348
1,00 0,47 0,87 3033
1,00 0,47 0,87 3033
1,50 0,70 1,30 1348
2,00 0,93 1,74 758
2,50 1,16 2,17 485
3,00 1,40 2,61 337

0455101A

indirect

flood 28°

flood 28°
direct

H
(m)

Ø
(m)

LUX
(max)

3,00 1,50 421
2,50 1,25 606
2,00 1,00 947
1,50 0,75 1684
1,00 0,50 3789
1,00 0,50 3789
1,50 0,75 1684
2,00 1,00 947
2,50 1,25 606
3,00 1,50 421

0455103A

indirect

very-wide flood 56°

very-wide flood 56°
direct

H
(m)

Ø
(m)

LUX
(max)

3,00 3,19 202
2,50 2,66 292
2,00 2,13 456
1,50 1,60 810
1,00 1,06 1822
1,00 1,06 1822
1,50 1,60 810
2,00 2,13 456
2,50 2,66 292
3,00 3,19 202

0455102A

indirect

wide flood 45°

wide flood 45°
direct

H
(m)

Ø
(m)

LUX
(max)

3,00 2,46 252
2,50 2,05 363
2,00 1,64 567
1,50 1,23 1008
1,00 0,82 2267
1,00 0,82 2267
1,50 1,23 1008
2,00 1,64 567
2,50 2,05 363
3,00 2,46 252

0455104A

indirect

ultra wide flood 77°

ultra wide flood 77°
direct

H
(m)

Ø
(m)

LUX
(max)

3,00 4,79 109
2,50 3,99 157
2,00 3,19 245
1,50 2,39 436
1,00 1,60 982
1,00 1,60 982
1,50 2,39 436
2,00 3,19 245
2,50 3,99 157
3,00 4,79 109

PIXOL150

LIGHTING DATA

On Request (subject to feasibility check)

Other colour temperatures 
are available on request.
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DIMENSIONS

CA

B

0456021A

wide flood 53°x78°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 1,60 1,00 1426
1,50 2,40 1,50 643
2,00 3,20 1,99 356
2,50 4,01 2,49 228
3,00 4,81 2,99 158

0456022A

extra wide flood 101°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 2,14 2,42 1606
1,50 3,21 3,63 714
2,00 4,27 4,84 401
2,50 5,34 6,04 257
3,00 6,41 7,25 178

0456020A

elliptic 8°x46°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 0,85 0,15 3205
1,50 1,28 0,23 1425
2,00 1,71 0,30 801
2,50 2,13 0,38 513
3,00 2,56 0,45 356

Code Kg

1099627X 0.8 Kg 

PIXOL200

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

Code Kg

1099628X 0.5 Kg 

ON/OFF (A), DALI (B)
DMX/RDM (F)

2700K (-827 = CRI 80 / CCT 2700)  
3000K (-830 = CRI 80 / CCT 3000)
4000K (-840 = CRI 80 / CCT 4000), RGBW, TW

21

16

11

23

99

0456023B-TW-21 wide flood 53°x78° 20W 575lm 80 TW* 1 DALI 220-240V 50/60Hz 3,7 200 200 140

0456021A-830-21 wide flood 53°x78° 34W 1600lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 3,7 200 200 140

0456024B-TW-21 extra wide flood 101° 20W 1150lm 80 TW* 1 DALI 220-240V 50/60Hz 3,7 200 200 140

0456022A-830-21 extra wide flood 101° 34W 3300lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 3,7 200 200 140

0456020A-830-21 elliptic 8°x46° 28W 430lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 3,7 200 200 140

0456026F-21 medium 16° 12W RGBW 1 DMX 220-240V 50/60Hz 3,7 200 200 140

0456027F-21 flood 36° 12W RGBW 1 DMX 220-240V 50/60Hz 3,7 200 200 140

0456028F-21 elliptic 12°x46° 12W RGBW 1 DMX 220-240V 50/60Hz 3,7 200 200 140

PIXOL200 - PERFORMANCE / ONEWAY - *TUNABLE WHITE

LIGHTING DATA

Base plate for wall/
ceiling application for 
side entry of power 
cable.

Adapter plate for 
installation on electrical 
boxes.

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Wiring

CCT/CRI

Colour Aluminium (similar to RAL 9006)

Grey (similar to RAL 7024)

White (similar to RAL 9010)

Corten / Rust (similar to RAL 8011)

ACCESSORIES

Other colour temperatures 
are available on request.

Other colours on request.

Other wiring options available 
on request.
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DIMENSIONS

CA

B

0456121A

indirect

wide flood 53°x78°

wide flood 53°x78°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 4,81 2,99 158
2,50 4,01 2,49 228
2,00 3,20 1,99 356
1,50 2,40 1,50 634
1,00 1,60 1,00 1426
1,00 1,60 1,00 1426
1,50 2,40 1,50 643
2,00 3,20 1,99 356
2,50 4,01 2,49 228
3,00 4,81 2,99 158

0456122A

indirect

extra wide flood 101°

extra wide flood 101°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 6,41 7,25 178
2,50 5,34 6,04 257
2,00 4,27 4,84 401
1,50 3,21 3,63 714
1,00 2,14 2,42 1606
1,00 2,14 2,42 1606
1,50 3,21 3,63 714
2,00 4,27 4,84 401
2,50 5,34 6,04 257
3,00 6,41 7,25 178

0456123A

indirect

elliptic 8°x46°

extra wide flood 101°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 6,41 7,25 178
2,50 5,34 6,04 257
2,00 4,27 4,84 401
1,50 3,21 3,63 714
1,00 2,14 2,42 1606
1,00 0,85 0,15 3205
1,50 1,28 0,23 1425
2,00 1,71 0,30 801
2,50 2,13 0,38 513
3,00 2,56 0,45 356

0456120A

indirect

elliptic 8°x46°

elliptic 8°x46°
direct

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

3,00 2,56 0,45 356
2,50 2,13 0,38 513
2,00 1,71 0,30 801
1,50 1,28 0,23 1425
1,00 0,85 0,15 3205
1,00 0,85 0,15 3205
1,50 1,28 0,23 1425
2,00 1,71 0,30 801
2,50 2,13 0,38 513
3,00 2,56 0,45 356

PIXOL200

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

0456124B-TW-21 wide flood 53°x78°
wide flood 53°x78° 40W 575lm

575lm
80
80

TW*
TW* 1 DALI 220-240V 50/60Hz 3,7 200 200 140

0456121A-830-21 wide flood 53°x78°
wide flood 53°x78° 68W 1600lm

1600lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 3,7 200 200 140

0456125B-TW-21 extra wide flood 101°
extra wide flood 101° 40W 1150lm

1150lm
80
80

TW*
TW* 1 DALI 220-240V 50/60Hz 3,7 200 200 140

0456122A-830-21 extra wide flood 101°
extra wide flood 101° 68W 3300lm

3300lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 3,7 200 200 140

0456123A-830-21 elliptic 8°x46°
extra wide flood 101° 62W 430lm

3300lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 3,7 200 200 140

0456120A-830-21 elliptic 8°x46°
elliptic 8°x46° 56W 430lm

430lm
80
80

3000K
3000K 1 ON/OFF 220-240V 50/60Hz 3,7 200 200 140

0456126F-21 medium 16°
medium 16° 24W RGBW

RGBW 1 DMX 220-240V 50/60Hz 3,7 200 200 140

0456127F-21 flood 36°
flood 36° 24W RGBW

RGBW 1 DMX 220-240V 50/60Hz 3,7 200 200 140

0456128F-21 elliptic 12°x46°
elliptic 12°x46° 24W RGBW

RGBW 1 DMX 220-240V 50/60Hz 3,7 200 200 140

PIXOL200 - PERFORMANCE / TWOWAY - *TUNABLE WHITE

On Request (subject to feasibility check)

LIGHTING DATA

Other colour temperatures 
are available on request.
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