
RAYLINEA

Linear and contemporary lighting
RAYlinea, linear recessed luminaires, combine a minimalist design with 
high optical performance. They offer a wide range of light beams, perfect 
for entrances, walls, signage and outdoor pathways. 
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Millefiori MILANO Shop - Milan, Italy

LUMINAIRE
• Body and heat sink in extruded aluminum alloy with low copper content (AL6060).
• End caps in die-cast aluminum alloy with low copper content (EN 47100), equipped with anti-crushing 

mechanism of the gaskets.
• QUALICOAT2 validated multi-stage painting process tested in salt spray according to ISO 9227 for 

aggressive environments of class C4. On request, resistance class C5.
• External screws in AISI 316 stainless steel chemically passivated to contrast galvanic corrosion. Color of 

the screws combined with the color of the fixture for better aesthetic coordination.
• Integrated LED drivers equipped with protection against overtemperatures and mains spikes or surges both 

in common and differential mode.
• 8mm thick tempered glass screen resistant to thermal shock. On request with opal finish.
• High quality LED sources mounted on metal-based modules for better thermal load management and 

characterized according to LM-80 methodology for longevity and IES TM-30 for colorimetric characteristics. 
High color consistency <3SDCM, for guaranteed long life, in compliance with installation requirements, for 
more than 100,000 hours with parameters L80B20.

• Appliance built in compliance with EN 60598-1 and EN 60598-2-2 standards, complete with CE marking in 
compliance with EU directives.

INSTALLATION
• Recessed installation.
• Double cable gland M16 for through wiring.
• Fixing with adjustable stainless steel brackets.
• Supplied complete with power cable with rubber sheath suitable for submersion (0.7 m).
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DIMENSIONS

Code Kg

1099409X 0,03 

Code Optic Luminaire
Watt         Lumen CRI CCT Class Wiring Power Supply Weight A

mm
B

mm
C

mm

RAYLINEA
ON/OFF (A), 
DALI (B)

3000K (-830 = CRI 80 / CCT 3000),
4000K (-840 = CRI 80 / CCT 4000)

21

11

0773003A-830-21 narrow 11° 20W 2000lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 4,38 100 140 646

0773008A-830-21 narrow 11° 40W 4000lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 8,1 100 140 1246

0773002A-830-21 flood 26° 20W 1900lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 4,38 100 140 646

0773007A-830-21 flood 26° 40W 3800lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 8,1 100 140 1246

0773004A-830-21 wide flood 46° 20W 1770lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 4,38 100 140 646

0773009A-830-21 wide flood 46° 40W 3500lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 8,1 100 140 1246

0773001A-830-21 elliptic 9°x47° 20W 1800lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 4,38 100 140 646

0773006A-830-21 elliptic 9°x47° 40W 3600lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 8,1 100 140 1246

0773005A-830-21 wall washer Imax=20° 20W 1950lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 4,38 100 140 646

0773010A-830-21 wall washer Imax=20° 40W 3900lm 80 3000K 1 ON/OFF 220-240V 50/60Hz 8,1 100 140 1246

99

Fixtures suitable for installation on plasterboard, wood or 
metal ceilings of thickness ranging between 1mm and 20mm.

IP68 linear joint - 
2 ways - 3 poles.

ACCESSORIES

Wiring

CCT/CRI

Colour

Wiring

CCT/CRI

Colour

Available Variants On Request (subject to feasibility check)

Aluminium (similar to RAL 9006)

White (similar to RAL 9010)

Other colour temperatures 
are available on request.

Other colours on request.

Other wiring options available 
on request.
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0373004A

narrow 11°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,19 34721
2,00 0,37 8680
3,00 0,56 3858
4,00 0,74 2170
5,00 0,93 1389

0373013A

narrow 11°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,19 69442
2,00 0,37 17361
3,00 0,56 7716
4,00 0,74 4340
5,00 0,93 2778

0373003A

flood 26°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,45 8775
2,00 0,91 2194
3,00 1,36 975
4,00 1,82 548
5,00 2,27 351

0373012A

flood 26°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,45 17550
2,00 0,91 4387
3,00 1,36 1950
4,00 1,82 1097
5,00 2,27 702

0373005A

wide flood 46°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,87 2722
2,00 1,73 681
3,00 2,60 302
4,00 3,46 170
5,00 4,33 109

0373014A

wide flood 46°

H
(m)

Ø
(m)

LUX
(max)

1,00 0,87 5445
2,00 1,73 1361
3,00 2,60 605
4,00 3,46 340
5,00 4,33 218

0373002A

elliptic 9°x47°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 1,00 0,19 8390
2,00 1,99 0,39 2097
3,00 2,99 0,58 932
4,00 3,99 0,77 524
5,00 4,99 0,96 226

0373011A

elliptic 9°x47°

H
(m)

Ø1
(m)

Ø2
(m)

LUX
(max)

1,00 1,00 0,19 16779
2,00 1,99 0,39 4195
3,00 2,99 0,58 1864
4,00 3,99 0,77 1049
5,00 4,99 0,96 671

0373006A

wall washer Imax=20°

0373015A

wall washer Imax=20°

RAYLINEA

LIGHTING DATA

On Request (subject to feasibility check)

Other colour temperatures 
are available on request.
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