
STILO | comfort / opale | white or black

STILO40-50

A classic and elegant shape.
STILO is the suspended luminaire with an essential and 
minimalist shape, available in two sizes and colours, with or 
without an opal screen. The possibility of creating compositions 
on several heights, combining sizes and contrasting colours 
adds a touch of design to interiors.
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STILO40 Comfort

STILO50 Comfort

STILO40 Opale

STILO50 Opale

  11 (-11) ON/OFF (A) 3000K (-930)

  12 (-12)

STILO40-50

The elegant style of the several versions allows this luminaire to be adapted to residential 
as well as professional and commercial settings.

Luminaire
Steel body; Polyester powder paint 
resistant to UV rays; PMMA opal screen 
or comfort optic in polycarbonate; 
High quality LED sources characterized 
according to IES TM-30, with high color 
consistency <3SDCM and long useful life 
>60000 hours at L80; It complies with 
standards EN 60598-1 and EN 60598-
2-1. 

Installation
Suspended installation; 
Engineering plastic base plate; 
Cable cup with black power cable 
included. 

Standard Product
Color Wiring CCT

Available Options

Variants
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Code Optic Watt Lumen CRI CCT Class Wiring A    |    B   |    C 
mm

A

B

0231002A-930-11 flood 37° 6W 525lm 90 3000K 1 ON/OFF 40 300 -

Code Optic Watt Lumen CRI CCT Class Wiring A    |    B   |    C 
mm

0231003A-930-11 flood 36° 6W 550lm 90 3000K 1 ON/OFF 40 300 -

Code Optic Watt Lumen CRI CCT Class Wiring A    |    B   |    C 
mm

Code Optic Watt Lumen CRI CCT Class Wiring A    |    B   |    C 
mm

0231022A-930-11 flood 37° 8W 725lm 90 3000K 1 ON/OFF 50 300 -

0231023A-930-11 flood 36° 8W 750lm 90 3000K 1 ON/OFF 50 300 -

A

B

0231002A

flood 37°

H 
(m)

Ø 
(m)

LUX 
(max)

1,00 0,67 1219
1,50 1,00 542
2,00 1,34 305
2,50 1,67 195
3,00 2,01 135

0231003A

flood 36°

H 
(m)

Ø 
(m)

LUX 
(max)

1,00 0,65 1209
1,50 0,97 537
2,00 1,30 302
2,50 1,62 193
3,00 1,95 134

0231022A

flood 37°

H 
(m)

Ø 
(m)

LUX 
(max)

1,00 0,66 1811
1,50 0,99 805
2,00 1,32 453
2,50 1,64 290
3,00 1,97 201

0231023A

flood 36°

H 
(m)

Ø 
(m)

LUX 
(max)

1,00 0,62 1803
1,50 0,93 802
2,00 1,25 451
2,50 1,56 289
3,00 1,87 200

STILO40  |  Comfort 

STILO40  |  Opal 

STILO50  |  Comfort 

STILO50  |  Opal 

LIGHTING DATA
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